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Cleaner additive for AdBlue and SCR systems. 
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PRODUCT 
 

 

Active substance to solve problems of obstruction due to crystallization in AdBlue 
injectors. The specially developed formula cleans dirty urea injectors and SCR 
catalysts. This can prevent performance losses and even engine failure. It is 
recommended to apply periodically with preventive fines.  
 
 
The product self-life is 5 years in sealed containers, stored at room temperature 
that does not exceed 25ºC and never below -11ºC. 
 
 
 

DOSE 
 

 100ml is enough to treat 40L of 
AdBlue. 

 5L are enough to treat 2000L of 
AdBlue. 

 
 
It can be poured into the bottle (pre-
mix) or directly into the AdBlue tank. 
 
It is recommended to apply at each fill-
up of Adblue for preventive purposes to 
ensure its effectiveness. 
 
 
 

 
 
 
 
 
 

 
 
           
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
                                                                                 
 

TECHNICAL DATA 

Aspect Transparent liquid 

Colour Incolour, clear 

Density at 20ºC 1 g/cm3 

pH 9 

Flash point 100ºC 

Reference Capacity Uns. Box 

CO0091CLI 100 ml. 20 

CO0091JLI 5 L. 4 


